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DISTRICT 1 STANDARDS

GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “J.U.L.LE.”
AT 800-892-0123 FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE, AND
GAS FACILITIES. (48 HOUR NOTIFICATION IS REQUIRED)

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH THE
UTILITY COMPANIES INCLUDING THE CITY OF WHEATON AND DUPAGE COUNTY.

LOCATIONS OF EXISTING UTILITIES SHOWN ON THE PLANS ARE FROM BEST AVAILABLE
RECORD INFORMATION AND MUST BE FIELD VERIFIED BY THE CONTRACTOR.

THE CONTRACTOR SHALL USE CARE IN REMOVING OR EXCAVATING NEAR ALL EXISTING
ITEMS WHICH WILL REMAIN. ANY DAMAGE DONE TO EXISTING ITEMS BY THE
CONTRACTOR SHALL BE REPAIRED AT THE CONTRACTOR’S EXPENSE.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS, AS REQUIRED, PRIOR TO
COMMENCING WITH CONSTRUCTION.

POLLUTION CONTROL: THE CONTRACTOR SHALL BE REQUIRED TO COMPLY WITH STATE
REGULATIONS REGARDING AIR, WATER AND NOISE POLLUTION.

THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING DRAINAGE THROUGHOUT THE
CONSTRUCTION OF THIS PROJECT.

IDOT DISTRICT 1 STANDARDS

TC-10 TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS,
INTERSECTIONS AND DRIVEWAYS
14. OFFSET LOCATIONS GIVEN IN THE SCHEDULES FOR TREE LOCATIONS ARE FROM THE

PROPOSED IL RTE 56 CENTERLINE.

HIGHWAY STANDARDS

000001-05 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS

280001-05 TEMPORARY EROSION CONTROL SYSTEMS

701001-02 OFF-RD OPERATIONS, 2L, 2W, MORE THAN 15 (4.5m) AWAY

701006-03 OFF-RD OPERATIONS, 2L, 2W, 15’ (4.5m) TO 24" (600mm) AWAY
FROM PAVEMENT EDGE

701101-02 OFF-RD OPERATIONS, MULTILANE, 15' (4.5m) TO 24" (600mm) AWAY
FROM PAVEMENT EDGE

701106-02 OFF-RD OPERATIONS, MULTILANE, MORE THAN 15’ (4.5m) AWAY

701201-03 LANE CLOSURE, 2L, 2W, DAY ONLY, FOR SPEEDS > 45 MPH

701301-03 LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS

701422-02 LANE CLOSURE, MULTILANE, FOR SPEEDS > 45 MPH TO 55 MPH

701426-03 LANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING OPERATIONS,
FOR SPEEDS > 45 MPH

701501-05 URBAN LANE CLOSURE, 2L, 2W, UNDIVIDED

701601-06 URBAN LANE CLOSURE, MULTILANE, iW OR 2W WITH NONTRAVERSABLE MEDIAN

701606-06 URBAN LANE CLOSURE, MULTILANE, 2W WITH MOUNTABLE MEDIAN

701901-01 TRAFFIC CONTROL DEVICES
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THE CONTRACTOR SHALL BE RESPONSIBLE FOR SWEEPING AND CLEANING STREETS OF ANY
DEBRIS AND MATERIAL THAT HAS ACCUMULATED AS A RESULT OF THE CONSTRUCTION
ACTIVITY. A MECHANICAL SWEEPER, MECHANICALLY DRIVEN AND HANDWORK WITH A
SHOVEL AND BROOM SHALL BE UTILIZED TO PROVIDE A CLEAN STREET FOR THE MOTORING
PUBLIC. THIS WORK SHALL NOT BE PAID FOR SEPARATELY, BUT SHALL BE CONSIDERED AS
INCLUDED IN THE CONTRACT.

DUPAGE COUNTY NOTES

ALL UTILITIES, SCHOOL DISTRICTS, LOCAL POLICE, AND FIRE DEPARTMENTS SHALL BE
NOTIFIED BY THE CONTRACTOR PRIOR TO THE START OF CONSTRUCTION.

UNLESS AUTHORIZED BY THE ENGINEER, ALL EXISTING ACCESS POINTS SHALL BE
MAINTAINED AT ALL TIMES BY THE CONTRACTOR.
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THE CONTRACTOR SHALL PROTECT EXISTING AND NEW UTILITIES AND SHALL BRACE
AND SUPPORT THE UTILITIES PROPERLY IN ORDER TO PREVENT SETTLEMENT,
DISPLACEMENT OR DAMAGE TO THE UTILITIES. THE PROTECTION OF THE UTILITIES
AS SPECIFIED HEREIN WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE CONSIDERED
AS INCLUDED IN THE CONTRACT.

THE CONTRACTOR WILL BE REQUIRED TO RELOCATE OR REMOVE AND REPLACE ALL ROAD
SIGNS WHICH INTERFERE WITH CONSTRUCTION OPERATIONS AND TO TEMPORARILY
RESET ALL SUCH SIGNS DURING ALL STAGES OF CONSTRUCTION. THIS COST SHALL BE
INCLUDED IN THE COST OF THE CONTRACT. ALL WORK INVOLVING ROAD SIGNS SHALL BE
GOVERNED BY THE FOLLOWING:
A. SIGNS SHALL NOT BE REMOVED UNTIL NECESSITATED BY THE PROGRESS OF THE WORK.
B. EVERY SIGN REMOVED MUST BE RE-ERECTED AT A TEMPORARY LOCATION IN A
WORKMANLIKE MANNER AND VISIBLE TO THE TRAFFIC FOR WHICH IT IS INTENDED.
ALL SIGNS MUST BE MAINTAINED STRAIGHT AND CLEAN FOR THE DURATION OF THE
TEMPORARY SETTING.
C. ALL UNUSED SIGNS SHALL BE RETURNED TO THE APPROPRIATE GOVERNING BODY AS
DIRECTED BY THE ENGINEER.
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THE RESIDENT ENGINEER SHALL CONTACT THE ARTERIAL TRAFFIC CONTROL SUPERVISOR
AT (847) T05-4470 A MINIMUM OF 72 HOURS PRIOR TO THE PLACEMENT OF ANY TRAFFIC
CONTROL DEVICES.

NO WORK SHALL COMMENCE UNTIL TRAFFIC CONTROL REQUIREMENTS ARE MET.
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WHENEVER, DURING CONSTRUCTION OPERATIONS, LOOSE MATERIAL IS DEPOSITED IN THE
FLOW LINE OF GUTTERS, DRAINAGE STRUCTURES, DITCHES, ETC., SUCH THAT THE NATURAL
FLOW LINE OF WATER IS OBSTRUCTED, THE LOOSE MATERIAL SHALL BE REMOVED AT THE
CLOSE OF EACH WORKING DAY. AT THE CONCLUSION OF THE CONSTRUCTION OPERATION,
ALL DRAINAGE STRUCTURES AND FLOW LINES SHALL BE FREE FROM DIRT AND DEBRIS. THIS
WORK SHALL BE CONSIDERED INCIDENTAL TO THE COST OF THE CONTRACT. THE
CONTRACTOR’S FAILURE TO PROVIDE THE ABOVE WILL PRECLUDE ANY POSSIBLE ADDED
COMPENSATION REQUESTED DUE TO DELAYS OR UNSUITABLE MATERIAL

CREATED AS A RESULT THEREOF.
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ALL AREAS DISTURBED BY THE CONTRACTOR DURING CONSTRUCTION SHALL BE REGRADED AND
SEEDED WITH SEEDING, CLASS 7, AND MULCH, METHOD 1, AS DIRECTED BY THE ENGINEER.
THIS WORK SHALL BE INCLUDED AS PART OF THE INDIVIDUAL TREE REMOVAL PAY ITEMS AND
NO ADDITIONAL COMPENSATION SHALL BE ALLOWED.
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PRIOR TO THE BEGINNING OF TREE REMOVAL, ALL PLANT MATERIAL NOT DESIGNATED
TO BE REMOVED SHALL BE PROTECTED USING TEMPORARY FENCE AT LOCATIONS
DESIGNATED BY THE ENGINEER. THIS WORK SHALL BE PAID FOR AS TEMPORARY
FENCE.

LOCATIONS OF TREES DESIGNATED FOR REMOVAL SHALL BE CONFIRMED BY THE ENGINEER
PRIOR TO REMOVAL.

DURING THE CONSTRUCTION, THE CONTRACTOR WILL BE REQUIRED, AT HIS EXPENSE,
TO HAVE AVAILABLE A WATER TRUCK OR SIMILAR EQUIPMENT TO CONTROL DUST., IF
NECESSARY, THE CONTRACTOR SHALL BE REQUIRED TO CONTROL DUST DURING
NON-WORKING HOURS.

ALL LIMBS, BRANCHES, AND OTHER DEBRIS RESULTING FROM THIS WORK SHALL BE
DISPOSED OF BY THE CONTRACTOR AT HIS OWN EXPENSE OUTSIDE THE LIMITS OF THE
RIGHT-CF -WAY. '

ALL CLEARING, REMOVAL OF BUSHES, HEDGES AND TREES UNDER SIX (6) INCHES IN
DIAMETER SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR SELECTIVE CLEARING.
OVERHANGING LIMBS ARE TO BE TRIMMED OR CUT OFF TO PROVIDE A MINIMUM
VERTICAL CLEARANCE OF TWENTY (20) FEET FROM THE FINISHED SURFACE OF THE ROAD.
LIMB PRUNING SHALL BE PERFORMED UNDER THE SUPERVISION OF AN APPROVED TREE
EXPERT AS STATED IN THESE SPECIAL PROVISIONS AND SHALL BE UNDERTAKEN IN A
TIMELY FASHION SO AS NOT TO INTERFERE WITH CONSTRUCTION.

ALL CUTS OVER ONE (1) INCH IN DIAMETER SHALL BE MADE FLUSH WITH THE NEXT LARGE
BRANCH. ALL LIMBS, BRANCHES, AND OTHER DEBRIS RESULTING FROM THIS WORK SHALL
BE DISPOSED OF BY THE CONTRACTOR AT HIS EXPENSE OUTSIDE THE LIMITS OF THE
RIGHT-OF -WAY.

THE COST OF THIS WORK WILL NOT BE PAID FOR SEPARATELY BUT SHALL

BE INCLUDED IN THE CONTRACT UNIT PRICE FOR TREE REMOVAL.
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THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING LOCAL AGENCIES
MAINTAINING SANITARY SEWERS, WATERMAINS, AND STREET LIGHTS TO VERIFY THE
MATERIALS AND METHODS ALLOWED FOR THE ADJUSTMENT, RELOCATION, OR EXTENSION
OF THE UTILITY INVOLVED.

THE LOCATION OF EXISTING UTILITIES ARE APPROXIMATE AND ARE PROVIDED BY THE
OWNERS. THE EXACT LOCATIONS AND ELEVATIONS ARE TO BE VERIFIED BY THE CONTRACTOR
THROUGH THE OWNER OF THE UTILITY. '

ALL FIELD TILES ENCOUNTERED SHALL BE CAREFULLY PRESERVED AND CONNECTED TO
PROPOSED DRAINAGE STRUCTURES, SEWERS, OR DITCHES, AS DIRECTED BY THE ENGINEER;
THIS WORK WILL BE PAID FOR AT THE APPLICABLE CONTRACT UNIT PRICE OR IN

- ACCORDANCE WITH ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS.
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TYPE T OR TYPE II BARRICADES, DRUMS, OR VERTICAL PANELS WITH MONODIRECTIONAL
STEADY-BURN LIGHTS SHALL BE REQUIRED ALONG TEMPORARY ROADS, DETOURS, AND SIDE
STREETS TO DELINEATE THE TRAVELED WAY WITHIN THE CONSTRUCTION ZONE. THE MAXIMUM
SPACING FOR THESE DEVICES SHALL BE 100 FEET CENTER TO CENTER.

TYPE I OR TYPE II BARRICADES WITH TWO-WAY FLASHING LIGHTS SHALL BE REQUIRED AT
ALL OPEN TRENCHES, EXCAVATIONS, OPEN OR EXPOSED SEWER STRUCTURES, TRANSVERSE
PAVEMENT JOINTS, MATERIALS OR EQUIPMENT WITHIN THE RIGHT-OF-WAY (NUMBER AND
SPACING DEPENDS ON THE CONDITIONS); AND AT LOCATIONS DESIGNATED BY THE ENGINEER
OR LOCAL LAW ENFORCEMENT AGENCIES.
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THE COST OF SUPPLYING, ERECTING, AND MAINTAINING BARRICADES, WARNING LIGHTS, AND
SIGNS WILL BE INCLUDED IN THE CONTRACT LUMP SUM PRICE FOR TRAFFIC CONTROL AND
PROTECTION.

16.

ARROW BOARDS WILL BE REQUIRED WHEN IMPLEMENTING ALL LANE CLOSURES.
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